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MSG 246A - BLUE FD17 SAMS PROCEDURE UPDATES

Replacement for page 5-4 (SH EH, SHAB TEARDOWN 1 (MODULE PAYLOAD
DEACTIVATION))

SAMS-FF DEACTIVATION

ACO06 1. VSAMS-FF LCD display (5 displays cycled every 25 sec)
2. SW1 sw — OFF
3. VSAMS—FF LCD display — off

EXCP6 4. cb DC11 - OFF

5. Notify MCC (SAMS—-FF DEACTIVATION complete)

TEHM DEORBIT PREP

WARNING
Don Gloves prior to any cold stowage handling ops
1. If Defrost Tool stowed on door,
Retrieve Gloves
ACO09 Remove Defrost Tool from door
Don Gloves
Open door, stow Defrost Tool under bottom tray
Close door
Doff Gloves
Temp stow Gloves
2. Install launching/landing pin into door latch
3. TONE sw — DSBL

COM2PLEX, MSTRS, STARNAV DEACTIVATION

NOTE
MSTRS power switch is located behind modified locker
door. Locker door should not be opened.

FCO02 1. Power ON/OFF sw — OFF
EXCP1 2. cb DC7 — OFF (MSTRS)
EXCP2 cb DC2 — OFF (STARNAV)

cb DC3 — OFF (COM2PLEX)

3. Log MET / :

Notify MCC (COM2PLEX, MSTRS, STARNAV DEACTIVATION complete)
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